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§650.117

designated or where studies are under-
way to establish a regulatory floodway.

(b) Rest area buildings and related
water supply and waste treatment fa-
cilities shall be located outside the
base flood plain, where practicable.
Rest area buildings which are located
on the base flood plain shall be
floodproofed against damage from the
base flood.

(c) Where highway fills are to be used
as dams to permanently impound water
more than 50 acre-feet (6.17x10¢ cubic
metres) in volume or 25 feet (7.6
metres) deep, the hydrologic, hydrau-
lic, and structural design of the fill and
appurtenant spillways shall have the
approval of the State or Federal agen-
cy responsible for the safety of dams or
like structures within the State, prior
to authorization by the Division Ad-
ministrator to advertise for bids for
construction.

§650.117 Content of design studies.

(a) The detail of studies shall be com-
mensurate with the risk associated
with the encroachment and with other
economic, engineering, social or envi-
ronmental concerns.

(b) Studies by highway agencies shall
contain:

(1) The hydrologic and hydraulic data
and design computations,
(2) The analysis

§650.115(a), and

(3) For proposed direct Federal high-
way actions, the reasons, when applica-
ble, why FEMA criteria (44 CFR 60.3,
formerly 24 CFR 1910.3) are demon-
strably inappropriate.

(c) For encroachment locations,
project plans shall show:

(1) The magnitude, approximate prob-
ability of exceedance and, at appro-
priate locations, the water surface ele-
vations associated with the overtop-
ping flood or the flood of
§650.115(a)(1)(ii), and

(2) The magnitude and water surface
elevation of the base flood, if larger
than the overtopping flood.
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§650.201 Purpose.

The purpose of this subpart is to pre-
scribe policies and procedures for the
control of erosion, abatement of water
pollution, and prevention of damage by
sediment deposition from all construc-
tion projects funded under title 23,
United States Code.

§650.203 Policy.

It is the policy of the Federal High-
way Administration (FHWA) that all
highways funded in whole or in part
under title 23, United States Code,
shall be located, designed, constructed
and operated according to standards
that will minimize erosion and sedi-
ment damage to the highway and adja-
cent properties and abate pollution of
surface and ground water resources.
Guidance for the development of stand-
ards used to minimize erosion and sedi-
ment damage is referenced in §650.211
of this part.

§650.205 Definitions.

Erosion control measures and practices
are actions that are taken to inhibit
the dislodging and transporting of soil
particles by water or wind, including
actions that limit the area of exposed
soil and minimize the time the soil is
exposed.

Permanent erosion and sediment control
measures and practices are installations
and design features of a construction
project which remain in place and in
service after completion of the project.

Pollutants are substances, including
sediment, which cause deterioration of
water quality when added to surface or
ground waters in sufficient quantity.

Sediment control measures and practices
are actions taken to control the deposi-
tion of sediments resulting from sur-
face runoff.

Temporary erosion and sediment control
measures and practices are actions taken
on an interim basis during construc-
tion to minimize the disturbance,
transportation, and unwanted deposi-
tion of sediment.

§650.207 Plans, specifications and esti-
mates.

(a) Emphasis shall be placed on ero-

sion control in the preparation of
plans, specifications and estimates.
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